EIGHT-FOOT SCREW DRIVE RAIL EXTENSION KIT 
Installation Instructions 


This kit should be installed prior to installation of your 
garage door opener. Attach the extension rail after 
fastening the existing rail to the power unit. See 
Assembly Section of your owner's manual, then 
continue with step 3 below. 

In an existing installation, the trolley must be in down 
(closed) position during assembly and installation. The 
rail/opener assembly must be taken down and the limits 
must be readjusted after re-installation. 

Procedure 

1 . Place rail/opener assembly on a flat surface. 

2. Remove the rail brackets at the end of the existing 
rail and set aside. (Figure 1). 

3. Connect the extension rail (Figure 2): 

• Carefully slide the alignment pins of the extension 
rail into the openings at the end of the existing rail. 
If the plastic liner in the existing rail slides out 
slightly, simply push it back in. Both rails should 
align snugly. 

• Insert two 1/4"-20x1 -3/4" bolts through the center 
holes of a brace, and place its open length against 
the rail at this joint, aligning the holes as shown. 

• Position another brace on the opposite side of the 
rail over the bolts, add 1/4"-20 lock nuts, and hand 
tighten. Insert two additional bolts and nuts and 
hand tighten. 

• With a 7/16 wrench, tighten bolts til snug, working 
from the center holes of the braces to those further 
from the joint. Do not overtighten. 

4. Reattach the rail brackets to the end of the extension 
rail. 

5. Replace the manual release rope that came with the 
opener with the longer replacement rope from this kit. 

6. Install the opener following the instructions in your 
owner's manual, but stop before connecting the 
door arm to the outer trolley. 

7. Reposition the inner trolley as follows: 

• Pull the manual release handle to disconnect the 
outer trolley from the inner trolley. 

• Connect power to the opener (be sure the safety 
reverse sensor is connected). 

• Refer to the Adjustment Section in your opener's 
manual, and adjust the travel limits until the inner 
trolley is about 3/4" from the rail joint (see Figure 3). 

8. With the inner trolley at this new location.complete 
the final Installation step in your owners manual to 
connect the door arm and re-engage the trolley. 

9. Complete all remaining adjustments of your opener, 
according to your owner's manual. 


AWARUNG 


Disconnect power to the garage door opener 
before proceeding. 


Figure 1. Remove rail brackets. 


1/4"-20x5/8 
Hex Screws 



Figure 2. Connect both rails. 



Figure 3. Reposition the inner trolley. 
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